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PRESENTATION | Bouteille en acier (Cr-Mo) sans soudure pour gaz comprimé ou liquéfié¢ haute pression (GAZ INERTES).
INTRODUCTION | Steel (Cr—Mo) Non—welded cylinders for compressed, liquid or pressure—dissolved gases (INERT GAS)
ESP. |
CAPACITE FILETAGE
< CAPACITY THREADS
¢ EXT.
1401, »
801 »
e T ¢ 1" (NPT-NGT)
MATIERE: / MATERIAL: Acier / Steel 34 Cr-Mo, (EN 100083). / FABER S.A.BL2
TRAITEMENT
PROPRIETES PHISICAL THERMIQUE
PHYSIQUES PROPERTIES HEAT
TREATMENT
Limite ¢lastique 990 N./mm. ° Yield point > 123649 Ibs./in?

[\

Charge de rupture 1100~1220 N/mml

Allongement 14% (Lo=5.65 \/So) Elongation

v

Tensile strenght > 159610~174120 Ibs./in
> 12% (Lo=5.65 \/So)

Trempe a I'huile avec revenu

Aquaquench hardening and tempered

CARACTERISTIQUES TECHNIQUES

/ TECHNICAL CHARACTERISTICS

CAPACITE @ EXT. EPAISSEUR MIN| LONGUEUR POIDS PRESSION HOMOLOGATIONS.  REGISTRE TYPE TAUX DE CHARGE Kg/l.
{mm) HYDRAULIQUE]  \ppROVALS. TvPe ReGisTRED FILLI(E(‘:Z I;I;Z‘;TTEI:_:S
CAPACITY ? (E|)§T MIN. THICKNESS| LENGTH WEIGHT HYDRAULIC TEST | ™ nonean DIRECTIVE: DEPT Ibs./ft* (INERT GAS)
1401, 358 + 1% 8.4 mm. 1700 mm. 148 kg. %ﬁ%ﬂmr
4.94 8 (141 £ 1% 0.330 in. 66.9 in. 328.8 Ibs. 300 bar. 200bar. | 2900 psi.
801. 269+ 1% 5.1 mm. 1655mm. 70 kg. 4350 psi. Systemes centralisés :
2.82 f |10.59 + 1% 0.2 in. 65.12 in. | 1555 Ibs. Centralized syst:
EN 1964—2:2001 200bar. | 2900 psi.
< . - Systémes autonomes :
7y 1942 l'ft"’ 35';':6 = 1% 11.3 mm. 1860 mm. 25 ke, Modular syst:
. > 14 £ 1% 0.44 in. 73.19 in. | 477.64 Ibs. astbar,_ S00bar. | 4350 psi.
801, 269 1% 7.7 mm. 1730 mm. 103 kg, 6525 psi. Systemes centralisés :
2.82 f¢ (1059 = 1% 0.3 in. 68.08 in. | 228.8 Ibs. Centralized syst:
300 bar. | 4350 psi.

IMPORTANT. — LPG Técnicas en Extincién de Incendios se réserve le droit de modifier sans préavis toute
donnée ou spécification refletant dans ce document, dans le but d'effect des ch ts dans les
produ.lts présentés. Cette fiche technique détaille les standnrd.s et conditions de LPG, sa fonction est
t pour inf ciale, en ne tit pas de garantie légale. Son observation ou

utilisation n’exclut pas 1’ t de la régl tation a t. Pour les installations et
les maintenances, suivre les instructions définies dans le manuel di.natn]]ntion livré avec le produit.
IMPORTANT .- LPG Técnicas en Extincién de Incendios, reserves the right to change or modify without
pravioutsdnoﬁce any data or specification due to changes or modification in order to improve the products

resented.

7ehis data sheet detail standards and requeriments of LPG, Its funtion is only for commercial purposes and
not forming legal guaranteed. lts observation or use doesn’t exclude compliance with existing normative at
all times.

For maintenances and installations please refer to the manual supplied with the product.
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