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PRESENTATION | Bouteille en acier (Cr-Mo) sans soudure, povant contenir des gaz comprimés ou liquéfié.
INTRODUCTION | Steel (Cr—Mo) Non-welded cylinders for compressed, liquid or pressure—dissolved gases.
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MATIERE: / MATERIAL: Acicr / Steel 34 Cr-Mo (EN 100083).

COMPOSITION TRAITEMENT
CHIMIQUE PROPRIETES PHISICAL THERMIQUE
CHEMICAL PHYSIQUES PROPERTIES HEAT

COMPOSITION TREATMENT

C =0.37% Max.| Limite élastique >  85.6kg/mm.’ Yield point > 124206 Ibs./in?
Mn=0.90% Max.| Chargederupture >  952kg/mm.’ Tensile strenght > 138135 Ibs./in? ) o
Si = 0.15% Min. | Allongement > 14% (Lo=5.65 \/50) Elongation > 14% (Lo=5.65 \So) Trempe  feau avee revenu
: . Aquaquench hardening and tempered
Cr= 0.90% Min.
Mo=0.15% Min.
P < 0.020% Max.
S < 0.010% Max.

CARACTERISTIQUES TEHNIQUES  / TECHNICAL CHARACTERISTICS
@ EXT. PRESSION HOMOLOGATIONS. RO TAUX DE
CAPACITE it EPAISSEUR mm . POIDS HYDRAULIQUE APPROVALS. 1o REGI;:EODM ROTIPO CHARGE kgL
FILLING DENSITIES
CAPACITY {4 (|Er|)§T MIN. THICKNESS WEIGHT HYDRAULIC TEST EUROPEAN DIRECTIVE: 84,/625/CEE Ibs./ft.>
1201 1470 + 20 mm. 127 ke. HFC-125:0.93kg/l 58.08 Ibs./ft3
— -
4.23 ft? 35741 3 57.87+0.78in. 282.2 Ibs. 250 bar SIIL: 0.9 kgl 56.2 Ibs./f
— - 1 — E 1B 9549
01 14.05 + 0.04 0.28 in. 1314 = 20 mm 103 ke 3625 psi. HFC-227: L15kg!l 71.8  Ibs./ft}
3.53 ft? 51.71£0.78 in. 228.8 Ibs. FE13 085kgl 53,  Ibs./ftS
IMPORTANT. — LPG Técnicas en Extincién de Incendios se réserve le droit de modifier sans préavis toute
donnée ou spécification refletant dans ce document, dans le but d’effect des cha dans les
produits présentés. Cette fiche technique détaille les standards et conditions de LPG, sa fonction est
pour en ne pas de légale. Son observation ou
utilisation n’exclut pas 1' de la a Pour les installations et
les maintenances, suivre les instructions définies dans le manuel d'installation livré avec le produit. CENTRAL DELEGACION

IMPORTANT.— LPG Técnicas en Extincién de Incendios, reserves the right to change or modify without
previous notice any data or specification due to changes or modification in order to improve the products
presented.

This data sheet detail standards and requeriments of LPG, Its funtmn is only for commem:al purposes and
not forming legal guaranteed. Its observation or use doesn’t /e with ting normative at
all times.
For int

and i

please refer to the manual supplied with the product.
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